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Nuclear Regulatory Commission § 52.57 

§ 52.54 Issuance of standard design 
certification. 

(a) After conducting a rulemaking 
proceeding under § 52.51 on an applica-
tion for a standard design certification 
and receiving the report to be sub-
mitted by the Advisory Committee on 
Reactor Safeguards under § 52.53, the 
Commission may issue a standard de-
sign certification in the form of a rule 
for the design which is the subject of 
the application, if the Commission de-
termines that: 

(1) The application meets the appli-
cable standards and requirements of 
the Atomic Energy Act and the Com-
mission’s regulations; 

(2) Notifications, if any, to other 
agencies or bodies have been duly 
made; 

(3) There is reasonable assurance 
that the standard design conforms with 
the provisions of the Act, and the Com-
mission’s regulations; 

(4) The applicant is technically quali-
fied; 

(5) The proposed inspections, tests, 
analyses, and acceptance criteria are 
necessary and sufficient, within the 
scope of the standard design, to provide 
reasonable assurance that, if the in-
spections, tests, and analyses are per-
formed and the acceptance criteria 
met, the facility has been constructed 
and will be operated in accordance with 
the design certification, the provisions 
of the Act, and the Commission’s regu-
lations; 

(6) Issuance of the standard design 
certification will not be inimical to the 
common defense and security or to the 
health and safety of the public; 

(7) The findings required by subpart 
A of part 51 of this chapter have been 
made; and 

(8) The applicant has implemented 
the quality assurance program de-
scribed or referenced in the safety 
analysis report. 

(b) The design certification rule must 
specify the site parameters, design 
characteristics, and any additional re-
quirements and restrictions of the de-
sign certification rule. 

(c) After the Commission has adopted 
a final design certification rule, the ap-
plicant shall not permit any individual 
to have access to or any facility to pos-
sess restricted data or classified Na-

tional Security Information until the 
individual and/or facility has been ap-
proved for access under the provisions 
of 10 CFR parts 25 and/or 95, as applica-
ble. 

§ 52.55 Duration of certification. 

(a) Except as provided in paragraph 
(b) of this section, a standard design 
certification issued under this subpart 
is valid for 15 years from the date of 
issuance. 

(b) A standard design certification 
continues to be valid beyond the date 
of expiration in any proceeding on an 
application for a combined license or 
an operating license that references 
the standard design certification and is 
docketed either before the date of expi-
ration of the certification, or, if a 
timely application for renewal of the 
certification has been filed, before the 
Commission has determined whether to 
renew the certification. A design cer-
tification also continues to be valid be-
yond the date of expiration in any 
hearing held under § 52.103 before oper-
ation begins under a combined license 
that references the design certifi-
cation. 

(c) An applicant for a construction 
permit or a combined license may, at 
its own risk, reference in its applica-
tion a design for which a design certifi-
cation application has been docketed 
but not granted. 

§ 52.57 Application for renewal. 

(a) Not less than 12 nor more than 36 
months before the expiration of the ini-
tial 15-year period, or any later re-
newal period, any person may apply for 
renewal of the certification. An appli-
cation for renewal must contain all in-
formation necessary to bring up to 
date the information and data con-
tained in the previous application. The 
Commission will require, before re-
newal of certification, that informa-
tion normally contained in certain pro-
curement specifications and construc-
tion and installation specifications be 
completed and available for audit if 
this information is necessary for the 
Commission to make its safety deter-
mination. Notice and comment proce-
dures must be used for a rulemaking 
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